
GENERAL INFORMATION 

Make (trade name of manufacturer) ALFA ROMEO 

Type / Variant / Version A33 

Commercial name 33 STRADALE 

GENERAL CONSTRUCTION CHARACTERISTICS 

Number of axles and wheels 2 Axles – 4 wheels 

Powered axles (number, position, 
interconnection): 

Rear axle 

MAIN DIMENSIONS 

Wheelbase 2700 mm 

Axle spacing 1-2: 2700 mm 

Length 4637 mm 

Width 2178 mm 

Height 1195 mm 

MASS 

Curb mass of the vehicle 1550 kg (specific opt configuration ) 

POWERTRAIN 

Working principle 
positive ignition 

Cycle: four stroke 

Number and arrangement of cylinders 6 – V 90° 

Engine capacity 2992 cm3 

Fuel Petrol 

Maximum net power 463 kW / 630 Hp at 7500 min-1 

Maximum Torque 730 N.m from 3000 to 5500  min-1 

Gearbox (type) Automatic 8 gears 

PERFORMANCES 

Cx 0,375 

0-100 km/h 3 sec 

Maximum speed 333 km/h 

AXLES AND TYRES 

Axle(s) track 
1: 1680 mm 

2: 1697 mm 

Fitted tyre 
Front: 245/35ZR20 95Y 

Rear: 305/30ZR20 103Y 

ENVIRONMENTAL PERFORMANCES 

WLTP CO2 emissions Combined: 265 g/km 

WLTP Fuel consumption Combined: 11.7 liters / 100km 

 


