
 

Fiat 500 GSE BSG
1.2 69 hp Dualogic

Start&Stop
1.2 69 hp EasyPower

ENGINE

No. of cylinders, layout 3 in line, transverse 4 in line, transverse 4 in line, transverse

Bore x stroke (mm) 70 x 86,5 70,8 x 78,9 70,8 x 78,9

Total displacement (cm3) 999 1242 1242

Emission standard Euro 6 Euro 6 Euro 6

Compression ratio 12:01 11,1:1 11,1:1

M aximum power EC: kW (Hp) at rpm 70 (51) 6000 51 (69)  5500 51 (69)  5500

M aximum torque: Nm (kgm) at rpm 92(9,38) 3500 102 (10,4) 3000 102 (10,4) 3000

Fuel supply system
M ultipo int sequential phased electronic 

injection, returnless system

M ultipo int sequential phased 

electronic injection, returnless 

system

M ultipo int sequential phased 

electronic injection, returnless 

system

Ignition spark spark spark

TRANSMISSION

Type M anual Automatic M anual

Drive front front front

Clutch hydraulic mechanical mechanical

Gearbox, no. o f gears 6+reverse 5 + Reverse 5 + Reverse

STEERING

Type

Turning circle (m) 9,3 9,3 9,3

BRAKES

Front: Ø (mm) Pinza zero drag per 257x22 disc Ø 240 mm disc Ø 240 mm

Rear: Ø (mm) Drum Ø 180 mm Drum Ø 180 mm Drum Ø 180 mm

SUSPENSION

Front:

Rear:

WHEELS

POP 175/65 R 14 175/65 R 14 175/65 R 14 

LOUNGE 185/55 R 15 185/55 R 15 185/55 R 15

195/45 R16

DIMENSIONS

Length (mm) 3571 3546 3546

Width (mm) without / with mirrors 1627 / 1893 1627 / 1893 1627 / 1893

Height (mm) 1488 1488 1488

Wheelbase (mm) 2300 2300 2300

Front track (mm) 1413 1413 1413

Rear track (mm) 1407 1407 1407

VDA luggage capacity (dm3) 185 185 165

WEIGHT

Kerb weight DIN (kg) 980
865 / 905*

(900 / 940*)**
865

M ax towable weight (kg) unbraked - 400 400

M ax towable weight (kg) braked - 800 800

CAPACITIES

Fuel tank capacity (litres) 35 35 30,5 Gpl (35 petro l)

Battery 12V

Capacity (Ah) 50 63 40

PERFORMANCE

Top speed (km/h) 167 160 160

Acceleration (sec.): 0-100 km/h 13,8 12,9 12,9

FUEL CONSUMPTION

urban cycle (l/100 km) 4,7 5,8 7,2

extra-urban cycle (l/100 km) 3,4 4,5 4,6

combined cycle (l/100 km) 3,9 4,9 5,5

CO2 emissions (g/km) 88 114 125

 * cabrio

 ** Values refer to vehicles equipped with Dualogic™ transmission

A ruote indipendenti  schema M c Pherson, ammortizzatori idraulici, molle ad elica e barra stabilizzatrice

Ad assale torcente e ruote interconnesse, ammortizzatori idraulici, molle ad elica e barra stabilizzatrice

Rack and pinion with electric power steering


