
Abarth 600e  TURISMO Abarth 600e SCORPIONISSIMA

Number of seats 5 5

Drive type FWD FWD

Electric engine technology Electric Synchronous Motor Electric Synchronous Motor

Max power output EEC (kW)/(HP) 175 kW / 240 HP 207 kW / 280 HP

Max torque Nm EEC (Nm) 345 Nm 345 Nm

Top Speed (km) 200 200

0 - 100 km/h [s] 6,24 5,85

Michelin Tyres PILOT SPORT EV 225/40 R20 225/40 R20

DRIVE MODE SELECTION Turismo, Scorpion street, scorpion track Turismo, Scorpion street, scorpion track

 WLTP range combined cycle [km]PERFO TIRES 322 321 (*)

 WLTP range combined cycle [km] ECO TIRES 334 334 (*)

 Electric ConsumpƟon AC  WLTP combined cycle [Wh/km] with ECO tires 179,9 180,3 (*)

 Electric ConsumpƟon AC  WLTP combined cycle [Wh/km] with PERFO tires 186,2 186,7 (*)

Capacity  (kWh) 54 54

Usable capacity (kWh) 51 51

Technology Lithium-ion Lithium-ion

Total voltage (V) 400 400

3,7 kW AC (Three-phase 16A) (0-100%) - MODE 2 16h 10min 16h 10min

11 kW AC station (Three -phase 16A) (0-100%) - MODE 3 5h 45min 5h 45min

100 kW DC Fast Charging - MODE 4 (20-80%) 27min 27min

Length (mm) 4187 4187

Height (mm) 1502 1502

Width (mm) - Closed mirror 1808 1808

Width (mm) - open mirror 1981 1981

Wheelbase (mm) 2559 2559

 Enlarged TrackTrackwidht (mm) Front / Rear 1.538 / 1.520 1.538 / 1.520

Front overhang (mm) 861 861

Rear overhang (mm) 767 767

WEIGHT Kerb weight (kg) 1624 1640

Front Ø 380 x 32 Ø 380 x 32

Rear Ø 268 x 12 Ø 268 x 12

Front
Aluminium monobloc calipers with 4 pistons and Ø 380x32mm 

vented disc rotors, by Alcon
Aluminium monobloc calipers with 4 pistons and Ø 380x32mm 

vented disc rotors, by Alcon
Rear Floating calipers with Ø 268x12mm disc rotors Floating calipers with Ø 268x12mm disc rotors

TRANSMISSION Reducer

Reducer with limited slip differential (TORSEN)

locking effect:
36% acceleration

34% coasting 

Reducer with limited slip differential (TORSEN)

locking effect:
36% acceleration

34% coasting 

Front
Sporty front axle with anti roll bar (d19 mm)

shock absorbers with reduced stroke and hydraulic bumpstop
Sporty front axle with anti roll bar (d19 mm)

shock absorbers with reduced stroke and hydraulic bumpstop

Rear
Sporty crossbeam with additional antiroll bar and shock 

absorbers with hydraulic bumpstop
Sporty crossbeam with additional antiroll bar and sock absorbers 

with hydraulic bumpstop

SEATS Sabelt integrated Headrest with rear shield Fabric 
Alcantara

Racing shape with 4 different foams
Type ELECTRICAL ELECTRICAL

Ratio 14,6 14,6

Turn lock to lock [number of turns] 2,7 2,7

Kerb to Kerb turning circle (m) 10,5 10,5

* Provisional values under homologation

Type Gearbox with a single gear ratio speed reducer Gearbox with a single gear ratio speed reducer
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