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	TECHNICAL SPECIFICATIONS

	
	300C LIMITED
	300C EXECUTIVE

	ENGINE
	 
	 

	Configuration
	V6
	V6

	Cubic capacity (cc)
	2987
	2987

	Valves
	24
	24

	Bore x stroke (mm)
	83 x 92
	83 x 92

	Fuel Type
	Diesel
	Diesel

	Engine type
	Turbocharged
	Turbocharged

	Max. power -  kW (bhp) @ rpm
	176 (236) @ 4000
	176 (236) @ 4000

	Max. torque - Nm (lb/ft) @ rpm
	540 (399) @ 1600-2800
	540 (399) @ 1600-2800

	TRANSMISSION
	 
	 

	Gearbox
	5 speed automatic
	5 speed automatic

	SUSPENSION
	 
	 

	Front
	Multi-link 
	Multi-link 

	Rear
	Multi-link independent 
	Multi-link independent 

	BRAKES
	 
	 

	Front
	345 mm x 28 mm discs
	345 mm x 28 mm discs

	Rear
	320 mm x 22mm discs
	320 mm x 22mm discs

	DIMENSIONS
	 
	 

	Height - max. (mm)
	1488
	1488

	Length (mm)
	5066
	5066

	Width (mm)
	1902
	1902

	Wheelbase (mm)
	3052
	3052

	Track front/rear (mm)
	1623 / 1640
	1623 / 1640

	WEIGHTS & CAPACITIES
	 
	 

	Kerb weight max. (kg)
	2117
	2117

	Gross vehicle weight (kg)
	2472
	2472

	Max. payload (kg)
	355
	355

	Max towing weight - braked trailer (kg)
	1996
	1996


	
	TECHNICAL SPECIFICATIONS

	
	300C LIMITED
	300C EXECUTIVE

	WEIGHTS & CAPACITIES CONT’D
	 
	 

	Max towing weight - unbraked trailer (kg)
	450
	450

	Fuel tank capacity (ltr)
	72.3
	72.3

	Cargo volume - seats up (ltr)
	481
	481

	PERFORMANCE
	 
	 

	0-62.5 mph (secs)
	7.4
	7.4

	Max. speed (mph)
	144
	144

	FUEL CONSUMPTION
	 
	 

	EC combined mpg (l/100km)
	39.8 (7.1) [39.2 (7.2)]
	39.2 (7.2)

	EC extra urban mpg (l/100km)
	49.6 (5.7) [47.9 (5.9)]
	47.9 (5.9)

	EC urban mpg (l/100km)
	29.7 (9.5) [29.4 (9.6)]
	29.4 (9.6)

	EMISSIONS
	 
	 

	EU emissions standard
	Euro 5
	Euro 5

	CO2 (g/km)
	185 [191]
	191

	Drive by (db)
	70
	70

	INSURANCE
	 
	 

	Group (1-50)
	40A
	40A

	SERVICING
	 
	 

	Intervals
	12,000 miles / 12 months
	12,000 miles / 12 months

	
	
	

	[ ] = Figures in square brackets relate to a Limited with 20" Wheels
	
	Not final and subject to change.

	
	
	


